


 

 

For the commercial market demand, RieCom has innovated and exquisitely designed this 
Integrated LCD style Thin Client PC, iL-3000 series. Featuring with unique, modern 
styled, simple and clean product design, iL-3000 series is perfect for business use and also 
is perfect to show your excellent taste for high-tech gimmicks.  

 Specification Compare 
 Model  iL3712  iL3610 iL3620  iL3630 

 Firmware 

 Microsoft RDP 
Citrix ICA client 

Password-protected setup 
Compressed read-only file system 

Microsoft RDP 
ICA client 

X11 protocol 
Resident 

ThinPrint Client 
(Optional) 

Password-protected
setup 

Compressed read-
only 

file system  

Microsoft RDP 
ICA client 

ThinPrint Client 
(Optional)  

 Embedded OS  2X-Linux standalone version  Windows CE Windows XP 
Embedded  

 Server OS 
 Microsoft Windows 2000/ 2003 Server  

Citrix Winframe and MetaFrame  
Any Server under X11 Protocol  

Microsoft Windows 2000/ 2003 
Server  

Citrix Winframe and MetaFrame 
 Support  TCP/IP, DNS, DHCP, PPP 
 Set-Up and 
 Configuration 

User interface 
language:U.S. English  

 Processor & 
 Hardware 

 AMD Geode LX 800 processor 
AMD Geode LX 900 
processor(optional) 

128M DDR SDRAM Memory 
64MB DOM 

 AMD Geode LX 800 
processor AMD Geode LX 900 

processor (optional) 
256M DDR SDRAM 

Memory 
64MB Flash/Dom 

AMD Geode LX
800 processor 

AMD Geode LX 
900 processor 

(optional) 
256M DDR 

SDRAM Memory
1024MB 

Flash/Dom  

 Input/Output 
 Two USB 2.0 Ports      Two PS/2 Ports 
One Peripheral Support Audio out port 

One MIC port      One Serial ports     One Parallel Port 
 Networking 10/100Base-T Fast Ethernet, twisted pair (RJ-45)  

 Display  22-inch TFT LCD display with 
1680x1050 resolution 

19.0-inch TFT LCD display with 
1280x1024 resolution  

 Display 
Support 

Supports up to 1680x1050x32 bpp 
@60Hz  

Supports up to 
1280x1024x32 bpp@60Hz  

 Optional 

 VNC Client 
X.11 protocol Resident 

ThinPrint Client 
GraphOn GO-Global Client 

NoMachone NX Client 
 

   LTSP 
   Ericom Inter Connect 
   Local Browser 
   Local Adobe Flash Player 



  
 
 

<< iL3712 , the newest generation fully integrated thin client computer: the 22 inch wide 
LT3712. Based on the most advanced technologies and research, we have developed a 
completely new type of economical and environment friendly thin client computer. 
iL3712 is based on a fully integrated design, running on AMD Geode LX800CPU (AMD 
Geode LX 900@1.5W optional) based platform. It supports Linux, Win CE or Windows 
XPE operating System. The focus of this model is it enhances your productivity by 
allowing connecting to 4 servers on one screen. It complies with FCC, CE, CCC and 
RoHS directive. It is mere 40 watt, makes you to save energy and avoid extra noisy fans. 

It also makes you save space on your working table by integrating all what you need in one 22 inch large LCD 
monitor.  
 

Specification               Features 
Firmware Microsoft RDP  

Citrix ICA client 
Password-protected setup  
Compressed read-only file system  

Embedded OS 2X-Linux standalone version 
BIOS Linux BIOS 
Network Boot EtherBoot 
Server OS Microsoft Windows 2000/ 2003 Server  

Citrix Winframe and MetaFrame  
Any Server under X.11 Protocol  

Support TCP/IP, DNS, DHCP, PPP 
Set-Up and Configuration  User interface language:U.S. English 
Processor& Hardware AMD Geode LX 800 processor  

AMD Geode LX 900 processor(optional)  
128M DDR SDRAM Memory 
64MB DOM  

Input/Output  Two USB 2.0 Ports  
Two PS/2 Ports  
One Peripheral Support Audio out port 
One MIC port  
One Serial ports  
One Parallel Port  

Networking 10/100Base-T Fast Ethernet, twisted pair (RJ-45) 
Display 22-inch TFT LCD display with 1680x1050 resolution 
Display Support Supports up to 1680x1050x32 bpp @60Hz 
Optional VNC Client 

X.11 protocol Resident 
ThinPrint Client   
GraphOn GO-Global Client 
NoMachone NX Client 
LTSP 
Ericom Inter Connect 
Local Browser 
Local Adobe Flash Player 

 



  
 
<<iL3610 series products use AMD Geode LX800CPU(AMD Geode LX 900@1.5W 
optional). The creative designed 2D graphics processor supports Microsoft Windows GDI 
GUI acceleration, especially, its hardware supports for all Microsoft RDP codes. iL3610 
will comply with FCC, CE, CCC and RoHS directive. Sleek, fanless and ultra-thin feature 
makes it be widely used in education institutes, government departments, enterprises, 
taxation offices, medical centers, etc. It is the best mate of business people.  

Specification 
Firmware Features Microsoft RDP  

Citrix ICA client 
Password-protected setup  
Compressed read-only file system  

Embedded OS 2X-Linux standalone version 
BIOS Linux BIOS 
Network Boot EtherBoot 

Server OS Microsoft Windows 2000/ 2003 Server  
Citrix Winframe and MetaFrame  
Any Server under X11 Protocol  

Support TCP/IP, DNS, DHCP, PPP 
Set-Up and Configuration  User interface language:U.S. English 
Processor& Hardware AMD Geode LX 800 processor  

AMD Geode LX 900 processor (optional) 
256M DDR SDRAM Memory 
64MB DOM  

Input/Output  Two USB 2.0 Ports  
Two PS/2 Ports  
One Peripheral Support Audio out port 
One MIC port  
One Serial ports  
One Parallel Port  

Networking 10/100Base-T Fast Ethernet, twisted pair (RJ-45) 
Display 19.0-inch TFT LCD display with 1280x1024 resolution  
Display Support Supports up to 1280x1024x32 bpp @60Hz 
Environmental  Temperature range Ø  

�  Operating: 32° to 104°F (0° to 40° C)  
�  Storage: -14° to 140°F (-10° to 60° C)  
�  Convection cooling, fanless design Humidity  
�  20% to 80% noncondensing Operating altitude range  
�  0 to 10,000 feet (0 to 3,050 meters) 

Power Input 45W, coming with one 100-240V/50-60Hz Transformer 
Regulatory Compliance FCC  

CE  
RoHS                    

Optional VNC Client                         /    X.11 protocol Resident 
ThinPrint Client                  /    GraphOn GO-Global Client         
NoMachone NX Client      /     LTSP 
Ericom Inter Connect         /     Local Browser 
Local Adobe Flash Player 

  
 

 



 

 

 

<<iL3620 series products use AMD Geode LX800CPU(AMD Geode LX 900@1.5W 
optional). The creative designed 2D graphics processor supports Microsoft Windows GDI 
GUI acceleration, especially, its hardware supports for all Microsoft RDP codes. iL3620 
will comply with FCC, CE, CCC and RoHS directive. Sleek, fanless and ultra-thin feature 
makes it be widely used in education institutes, government departments, enterprises, 
taxation offices, medical centers, etc. It is the best mate of business people.   

 

Specification 
Firmware Microsoft RDP  

ICA client  
local MSN Messenger 
local media player, support online video 
local web browser  

Embedded OS Windows CE 
BIOS GS BIOS 
Network Boot PXE 
Server OS Microsoft Windows 2000/ 2003 Server  

Citrix Winframe and MetaFrame  
Support TCP/IP, DNS, DHCP, PPP 
Set-Up and Configuration  User interface language:U.S. English 
Processor& Hardware AMD Geode LX 800 processor  

AMD Geode LX 900 processor(optional)  
128M DDR SDRAM Memory 
32MB DOM  

Input/Output  Two USB 2.0 Ports  
Two PS/2 Ports  
One Peripheral Support Audio out port 
One MIC port  
One Serial ports  
One Parallel Port  

Networking 10/100Base-T Fast Ethernet, twisted pair (RJ-45) 
Display 19.0-inch TFT LCD display with 1280x1024 resolution  
Display Support Supports up to 1280x1024x32 bpp @60Hz 
Environmental  Temperature range Ø  

�  Operating: 32° to 104°F (0° to 40° C)  
�  Storage: -14° to 140°F (-10° to 60° C)  
�  Convection cooling, fanless design Humidity  
�  20% to 80% noncondensing Operating altitude range  
�  0 to 10,000 feet (0 to 3,050 meters) 

Power Input 45W, coming with one 100-240V/50-60Hz Transformer 
Regulatory Compliance FCC  

CE  
RoHS 
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<<iL3630 series products use AMD Geode LX800CPU(AMD Geode LX 900@1.5W 
optional). The creative designed 2D graphics processor supports Microsoft Windows GDI 
GUI acceleration, especially, its hardware supports for all Microsoft RDP codes. iL3630 
will comply with FCC, CE, CCC and RoHS directive. Sleek, fanless and ultra-thin feature 
makes it be widely used in education institutes, government departments, enterprises, 
taxation offices, medical centers, etc. It is the best mate of business people.  

 

Specification 
Firmware Microsoft RDP  

ICA client  
ThinPrint Client (Optional)  

Embedded OS Windows XP Embedded 
BIOS GS BIOS 
Network Boot PXE 
Server OS Microsoft Windows 2000/ 2003 Server  

Citrix Winframe and MetaFrame  
Support TCP/IP, DNS, DHCP, PPP 
Set-Up and Configuration  User interface language:U.S. English 
Processor& Hardware AMD Geode LX 800 processor  

AMD Geode LX 900 processor(optional)  
256M DDR SDRAM Memory  
1024MB DOM  

Input/Output  Two USB 2.0 Ports  
Two PS/2 Ports  
One Peripheral Support Audio out port 
One MIC port  
One Serial ports  
One Parallel Port  

Networking 10/100Base-T Fast Ethernet, twisted pair (RJ-45) 
Display 19.0-inch TFT LCD display with 1280x1024 resolution  
Display Support Supports up to 1280x1024x32 bpp @60Hz 
Environmental  Temperature range Ø 

�  Operating: 32° to 104°F (0° to 40° C)  
�  Storage: -14° to 140°F (-10° to 60° C)  
�  Convection cooling, fanless design Humidity  
�  20% to 80% noncondensing Operating altitude range  
�  0 to 10,000 feet (0 to 3,050 meters) 

Power Input 45W, coming with one 100-240V/50-60Hz Transformer 
Regulatory Compliance FCC  

CE 
RoHS 

 




